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700 T17BBC314050 14-10 X 50 BUGLE/ 5MM Int Hex Class 3 30 30 1000 1000

702 T17BBC314075 14-10 X 75 BUGLE/ 5MM Int Hex Class 3 50 35 1000 1000

704 T17BBC314100 14-10 X 100 BUGLE/ 5MM Int Hex Class 3 65 35 500 500

705 T17BBC314125 14-10 X 125 BUGLE/ 5MM Int Hex Class 3 85 35 250 250

706 T17BBC314150 14-10 X 150 BUGLE/ 5MM Int Hex Class 3 100 35 250 250

708 T17BBSS14075 14-10 X 75 BUGLE/ 5MM Int Hex 304 SS 50 35 1000 1000

710 T17BBSS14100 14-10 X 100 BUGLE/ 5MM Int Hex 304 SS 65 35 500 500

709 T17BBSS14075-316 14-10 X 75 BUGLE/ 5MM Int Hex 316 SS 50 35 1000 1000

711 T17BBSS14100-316 14-10 X 100 BUGLE/ 5MM Int Hex 316 SS 65 35 500 500

(mm) (mm)
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Class 3

BUGLE 5mm INTERNAL HEX
TYPE 17 BUGLE BATTEN 5MM INTERNAL DRIVE - Class 3

BUGLE BATTEN SCREWS

Type 17  Bugle Batten 
Screws are now available 

in 316 Stainless Steel.
Powers have also added  a 125mm 
long Bugle Batten in the Class 3 range.
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